
From: Purificati, Darryl [mailto:dpurificati@suncor.com]  

Sent: April 20, 2011 9:24 AM 
To: Rushton, Julie; Tammaro, Mario 

Subject: FW: Hydrex MV program update 

 
Here is an excerpt from an e-mail note indicating the approval for HDXMV36 against the Komatsu 
pump test. 
It is dated December 28, 2010 and a copy of the full note is in the central files at R&D. 
 
----------------------------------------------------------------------------------------------------------------------------- ----
----------------------------------------------------------------- 
We have some good news.  The Komatsu pump test completed on the Hydrex MV sample and the 

assessment from my colleague is as follows: 

  

“The result of OS 263852 is Pass. The page #3 and #4 are a summary of test result and criteria of the 

test.  The result is very good, so there will be nothing the customer is concerned about.” 

  

The result of the reference run is also Pass. This result is used only for validation of our test stand for 

JCMAS HK approval. 

  
Best regards, 

  

Tina 

  
Christina M. Oliveto 
Project Manager, Hydraulic & Industrial Gear Oils 
The Lubrizol Corporation 
29400 Lakeland Boulevard, Mail Drop 051E, Wickliffe, Ohio 44092-2298 
Telephone: 440.347.5007     
Facsimile: 440.347.1466     
Email: cmco@lubrizol.com or Tina.Oliveto@Lubrizol.com 
----------------------------------------------------------------------------------------------------------------------------- ----
---------------------------------------------------------------- 
 
 
Below is a note outlining that HDXMV36 meets all specifications of JCMA HK-1. 
(The 4-ball wear results were re-tested at Lubrizol and at PC R&D – both labs confirmed that 
HDXMV36 meets the specification). 
 
The actual pump test report contains 14 pages of measurements and pictures. It is also located in 
the central files at R&D. 
 
The approval for HDXAW32 and HDXAW46 against the Komatsu pump test only are based on 
documented HPV35+35 read across rules (copy in central files at R&D). 
 
Hope this is satisfactory for the OEM database. If more information is required, please let me 
know. 
 
Regards, 
Darryl Purificati 
Product Specialist, Hydraulic Oils 
Petro-Canada Lubricants Inc. 
A Suncor Energy Business 
Telephone   905 804 4815 
Facsimile    905 804 4738 
dpurificati@suncor.com 

mailto:cmco@lubrizol.com
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From: Oliveto, Tina [mailto:Tina.Oliveto@Lubrizol.com]  

Sent: Tuesday, January 18, 2011 2:40 PM 
To: Purificati, Darryl; Perrier, Richard 

Cc: Sampson, Paul; Oliveto, Tina 
Subject: Hydrex MV program update 
 
Hello Richard and Darryl, 

  

Attached please find the test result spreadsheet for the Hydrex MV testing against the HK specification. 

  

There are a few additional tests that were scheduled besides those that were originally requested.  I did this 

to capture the testing that is generally unique to the HK specification so that you would have a more 

complete data set. 

  

In summary, the testing requested was: 

Friction test 

Komatsu HPV35 + 35 

The above test results meet or exceed the HK specification requirement. 

  

The additional testing scheduled included: 

AU seals 

NBR-1 seals 

Filterability testing 

4-ball wear  

4-ball EP 

Shear stability 

With the exception of the 4-ball wear*, the above test results meet or exceed the HK specification 

requirement. 

  

*The 4-ball wear test result of 0.82 mm is a bit of a surprise—one would expect < 0.6 mm.  The test was 

run at 40 kg load and our Japanese lab is going to repeat the test at the HK designated 30 kg load.  One 

would think this should get a result more in line with the requirement.  We are also looking at options to 

run here at WKF with the same conditions.  With solid pump performance, one would not expect the 4-ball 

wear to raise issue. 

  
Please let me know if you have questions or comment I will be glad to help. 

  

Best regards, 

  

Tina 

  
Christina M. Oliveto 
Project Manager, Hydraulic & Industrial Gear Oils 
The Lubrizol Corporation 
29400 Lakeland Boulevard, Mail Drop 051E, Wickliffe, Ohio 44092-2298 
Telephone: 440.347.5007     
Facsimile: 440.347.1466     
Email: cmco@lubrizol.com or Tina.Oliveto@Lubrizol.com 

 

mailto:cmco@lubrizol.com

